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PROFESSIONAL PUMP SYSTEMS USING MUD SUCKER® TECHNOLOGY - THE WASTECORP ADVANTAGE.

WASTECORP® HONEY WAGONS

HW 100-200 Gallon™

•  Self Serve Bilge Waste Pump
•  RV Black Water Pump Out
•  Septic & Waste Oil Containment

POWERFUL PUMPING.
VERSATILITY BUILT IN.

The Wastecorp HW-100-200 gallon honey wagon series is available with 100, 150 and 200 gallon tanks 
sizes. This system is available with standard trolley mount, skid mount or truck mount. The HW-100-
200 features a standard ATV connect package so you can transport your pump out with popular utility 
vehicles manufactured by John Deere®, Polaris®, Kawasaki®, Toro® and Honda®. This system is designed 
to maneuver easily on docks, cart paths and roads at small- mid size marinas and campgrounds.

FEATURES

ELECTRIC OR ENGINE 
PUMP MODELS

CLEAR CHECK VALVE

INCLUDES 20 FT. OF 
CRUSH PROOF HOSING

MUD SUCKER PUMP 
TECHNOLOGY 
STANDARD

PUMPS WASTE 
CONTAINING SOLIDS Ɫ

SEVERE DUTY AXLE AND 
WHEELS

OPTIONAL ACCESSORIES

ɫ See pump specifications for solids handling 
information.

IT STARTS WITH A SOLID FOUNDATION
Nothing gets overlooked when Wastecorp designs a pump out. 
Your honey wagon features a heavy duty frame with welded 
hose stand to withstand high use and high traffic environments.

SKID MOUNT
Do you want to mount your honey wagon on a skid, concrete 
platform or pad, pick up truck or flat bed utility trailer? No prob-
lem. Tell your Wastecorp pump specialist where you need to 
use your new honey wagon and we’ll ship it with the mounting 
package you need.

THREE WAY VALVE SYSTEM
Wastecorp’s “pump-in, pump out” valve system allows you to 
transfer waste both into or out of the tank using the same pump. 
Just move the lever and you’re ready to go.
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Performance Range 1.5” or 2” Pump
Max. capacity 18 GPM 

Max. suction lift 20’vertical or 75” horizontal

Max. discharge head 50’ vertical or 300’ horizontal

Solids handling  1½” dia  or 50% by volume

Pump and Motor Specifications 1.5” or 2” Pump
Suction inlet/outlet size 1.5” or 2” 

Max. liquid temperature 140°F (60°C) continuous

Pump body casing Aluminum

Diaphragm 7” dia. fabric reinforced Buna-N

Flapper valves Fabric reinforced Viton

Check valve seat Aluminum

Gaskets Neo-nylon

Inlet/outlet flanges Aluminum

Gearbox SEW Eurodrive or Siemens 

Drrive systems
(specify at time of order)

Electric, gas, diesel, explosion proof, DC,  air and hydraulic

Elliptical Tank Specifications

Tank material Polyethylene white. (steel available) 

Drain size 2” dia

Wall thickness 1/2” poly (call for steel thickness)

100 gallon approx. dimensions 26.75” W x 42.5” L x 26.5” H

150 gallon approx. dimensions 36” W x 48” L x 25.5” H

200 gallon approx. dimensions 34” W x 48” L x 33.5” H

WASTECORP® HONEY WAGONS
HW 100-200 Gallon™

•  RV Black Water Pump Out
•  Septic & Waste Oil Containment
•  100,150 or 200 Gallon Tanks

CONFIGURATION IDEAS

Waste oil skid mounted pump                    Truck mounted waste collection

Trolley mount for marinas/campgrounds      Pump out vessel

Tags: septic waste pump manufacturer with models ranging from 100, 150 and 2000 gallon sizes. Customers include septic services for Live Nation, KOA 
campgrounds, Theme park port-a-potty’s, Intermodal Services of America, Aqua Guard Spill RESP (Brazil), Atlantic Caribbean cruise Line, 
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Wastecorp Pumps USA
P.O. Box 70
Grand Island, New York 14072 | USA
Tel: 888.829.2783 | Fax: 888.883.3320
sales@wastecorp.com 

Wastecorp Pumps Inc.
50 Shorncliffe Rd
Toronto, ON M8Z 5K1 | Canada
Tel: 416.233.3000 | Fax: 416.233.2300
info@wastecorp.com 

Wastecorp Pumps International
345 W. 85th Street
New York, NY 10024 | USA
Tel: 201.445.2882 
techsupport@wastecorp.com 

ATV TOW PACKAGE                                      TURF TIRE TRAILER MOUNTED                         SKID MOUNTED



Model Options Mobility Package (Trolley)

Part # Model# Description 

63259-00 HW-100™ Series (Gas) 100 gallon tank, engine driven 
Mud Sucker® pump

63263-00 HW-100™ Series (Electric) 100 gallon tank, electric driven 
Mud Sucker® pump

63260-00 HW-150™ Series (Engine) 150 gallon tank, engine driven, 
Mud Sucker® pump

63264-00 HW-150™ Series (Electric) 150 gallon tank, electric driven, 
Mud Sucker® pump

63261-00 HW-200™ Series (Engine) 200 gallon tank, engine driven, 
Mud Sucker® pump

63265-00 HW-200™ Series (Electric) 200 gallon tank, electric driven, 
Mud Sucker® pump

Model Options Base Mounted (Stationary)

Part # Model# Description 

63259-10 HW-100™ Series (Gas) 100 gallon tank, engine 
driven Mud Sucker® pump

63263-10 HW-100™ Series (Electric) 100 gallon tank, electric 
driven Mud Sucker® pump

63260-10 HW-150™ Series (Engine) 150 gallon tank, engine 
driven, Mud Sucker® pump

63264-10 HW-150™ Series (Electric) 150 gallon tank, electric 
driven, Mud Sucker® pump

63261-10 HW-200™ Series (Engine) 200 gallon tank, engine 
driven, Mud Sucker® pump

63265-10 HW-200™ Series (Electric) 200 gallon tank, electric 
driven, Mud Sucker® pump

If you have a Corrosive or Salt Water Application

Part # Description 

60633-08 Stainless steel weights, check valve seats, viton gaskets 

60452-06 Clamping plate, 304 Stainless steel

62678-60 Corrosive Fluid Fighter Package: Wet section coated 
with Epoxy coating

Spare Parts Kits

Part # Description 

61285-00 Genuine OEM Mud Sucker Basic Spare Parts Kit. 
Diaphragm and flappers only.

61284-00
Genuine OEM Mud Sucker Comprehensive Spare 
Parts Kit. Includes diaphragm, flappers, gaskets, 
weights and hardware

We Recommend You Consider

Industry Specific Accessories

Model Options

Marine

Part # Description 

62465-00 Marine hose adapter w/90 nozzle ball 
valve, check valve and marine adapter

Septic, Waste Oil Collection and Containment

Part # Description 

63244-00 Suction wand 2”x24”l w/90 & male cam o/e

63245-00 Suction wand 2”x36”l w/90 & male cam o/e

62672-00 Suction wand 2”x48”l w/90 & male cam o/e

63100-00 Hose reel, Bevel Crank (fits up to 2”x50’ non-
collapsible. Includes Base modification

Recreational/Campground 

Part # Description 

61387-00 Universal RV sewer adapter kit. 3” Valterra 
fitting O/E and 2” male camlock

Wastecorp and globes are registered trademarks of WPI. Licensed to Wastecorp Pumps, LLC. Copyright © 2019 V1. All Rights Reserved.

WASTECORP® HONEY WAGONS
HW 100-200 Gallon™

•  RV Black Water Pump Out
•  Septic & Waste Oil Containment
•  100,150 or 200 Gallon Tanks


